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Single Wall Special Gas Vent V Type BH Specification 
 
Furnish single wall Special Gas Vent -V Type BH, factory-built vent system for installation with negative 
and positive pressure up to 50in.w.c. -V Type BH is intended for use with gas burning appliances. Rated 
for category II, III, and IV, listed in accordance with certain ANSI/CSA gas appliance standards. V Type 
BH is listed UL1738 & ULC S636-08. The -V Type BH venting system is suitable for gas burning 
appliances with vent gas temperatures not exceeding 550 F (288 C) continuously for the US, vent gas 
temperatures not exceeding 245 C (473 F) for Canada. 
 
The single wall vent sections shall be constructed of .036” thick, 444 type stainless steel and be available 
in diameters 8" through 16". Single wall vent -V Type BH joints shall be held together by the means of 
formed V clamp and sealed with 3M Fire Barrier 2000+.  Single wall vent -V Type BH has been tested 
and listed to the clearances listed in the table below. 

 
Building Heating Appliance Vent Clearances (For Commercial Applications Only) 

The information in Above Table represents air space, in inches, to surroundings. 
 
Note: Clearance plates are supplied with all -V thimble assemblies to maintain a minimum 2” 
clearance to combustibles from the surface of the vent shell for 8” thru 14” diameter, and 3” 
clearance to combustibles from the surface of the vent shell for 16” diameter. 
 
Note: Clearance plates used with -V thimble assemblies for clearance to combustibles may be 
removed if a tighter clearance is desired. The above table shows two different clearances; vent clearance 
is from the vent’s outer diameter (OD) to the combustible ceiling/wall. The thimble assembly clearance is 
from the vent’s shell OD to the combustible joist. It is important that all clearance to combustibles noted in 
the above table and on the UL label are followed. 
 
Certifications 
 
The Special Gas Vent -V Type BH Series has been certified by UL. This certification mark indicates that 
the product has been tested to and has met the minimum requirements of a widely recognized 
(consensus) U.S. Product safety standard, that the manufacturing site has been audited, and that the 
applicant has agreed to a program of periodic factory follow-up inspections to verify continued 
performance. Model DW-V Type BH is UL Listed under file number MH60693 and complies with UL 1738, 
ULC S636-08. 
 

 


